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Tool 
 
- water level 
- measuring tape 
- power drill 
- drill, diameter=8mm / diameter=10mm 
- crosstip screwdriver 
- allen key set 
- jaw wrench (size=10 mm) 
- glass shims 
 
 
Please read power drill safety instructions 
carefully before installation. 

 

1 
Pivot mounting on door leaf  
 
If possible please place the door leaf on 
assembling trestle. 
Then loosen the bolts in the countersink mount.  
Put this now in the appropriate glass holes and 
tighten with the respective upper pivot half.  
A fine adjustment can be made later using the 
long-hole adjustment.  
 
The lid of the countersink mount can be removed 
with the included suction cup. 

 

2 
Wall holes  
 
Please drill the wall holes according to the 
enclosed drawing. 
The holes should be placed as closely as possible 
in a vertical row with each other.  
To this end, the pivots can be used as a template, 
which can be aligned using a water level.  
 
The magnetic cover can be removed with the 
included suction cup. 
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3 
Pivot mounting on to the wall  
 
Please inserted the dowels into the holes and 
align the remaining pivot halves to be 
fastened to the wall.  
While tightening, please use a water level and 
adjust the pivot by using the long-hole 
adjustments.  
 

 

4 
Attach and align door  
 
Now the door can be hung.  
To align the door, put the door leaf on glass 
shims (spacer blocks).  
The adjustment can be done through long-
hole adjustment in the two pivot halves.  
Then tighten all the bolts.  
 
Attention!  
Do not permit the door to swing through -> 
DANGER! BREAKAGE OF GLASS!  
As long as the arrestor is not yet installed, the 
door has to be secured otherwise. 

 

5 
Setting the zero (neutral) position  
 
To adjust the lifting function correctly, the zero 
position should be at about 92 °.  
This ensures that the door later always is 
pushed against the arrestor and that the door 
always closes properly. 
For this purpose, loosen the set screws on the 
bottom of the pivot, until the inner sleeve 
(shown in red) can move freely.  
Then turn the door in the desired closing 
position, respectively approximately 2 ° 
further. 
Now tighten the sleeve with the adjusting 
screws.  
 
►Check function. 
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6 
Mount arrestor 
 
Mount arrestor at the appropriate place. 
  

 

7 
Tighten screws and function test  
 
In the last step, all screws should be checked and 
tightened if necessary.  
 
Now put the magnet covers and re-examine the 
function of the door. 

 


